
Read this manual before you use this Powerjack™. Follow all safety warnings and instructions. If you 
are uncertain about the operation of the Powerjack™, call us directly at 1-800-323-1653 for assistance or 

contact the closest Powernail Dealer for help. Please retain this information for future reference.
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The POWERJACK™ 700 DeckJack is used to push or pull deck 
boards into place. The DeckJack can be locked in place, hands 

free, while the seciton of deck is fastened down.

WARNING
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The POWERJACK™ 700 DeckJack is designed to push or pull deck boards into place 
and hold them tightly. Ideal for straightening bowed and crooked boards, eliminating 
gaps during installation.

Easy to operate! Use the lever handle to ratchet the faceplate against a stationary 
surface. Continue to ratchet until the self-adjusting face plate draws the board to the 
desired position. The POWERJACK™ 700 DeckJack can be left in place while you nail 
down the board. To release the POWERJACK™ 700 DeckJack, simply push the handle 
to full forward position. 

The POWERJACK™ 700 DeckJack sits on top of your deck joist and gains leverage by 
engaging the cams with the joist.

The POWERJACK™ 700 DeckJack self adjusts to joist board sizes of 1.2” - 1.9” in 
width.

The POWERJACK™ 700 DeckJack is safe to use on all decking materials such as 
hardwood, pressure treated, composite and PVC.
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Clamping strength: 2000 lbs.
Span Length: 11”
Dimensions: 16.5” L x 5.5” W x 5.5” H
Weight: 8.46 lbs.

SPECIFICATIONS:



SETUP: Place the POWERJACK™ 
700 DeckJack on the joist nearest 
to the board that you would like to 
position. Allow the (2) cams to self 
adjust to the joist’s width until the 
base plate lies fl at on the joist’s 
surface.

Continue activating the Adjustment 
Handle until the board is tight and 
in it’s desired postion. The board 
will now be locked in place to allow 
hands-free fastening of the board.
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Use the Adjustment Handle 
to extend the Rack & Face 
Plate towards the board. The 
POWERJACK™ 700 DeckJack
uses a Ratcheting Rack & Pinion 
system. Pushing down on the 
handle will extend the rack. Pulling 
up on the handle will allow you to 
reposition for additonal leverage.

How to Use:

To Release: Push the handle to full 
forward position and move the rack 
back.
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Always use approved eye protection.
Keep fi ngers away from gear area.
Do not hit the ratchet handle with a mallet.
Do not over torque.

PART NAME PART NO.

1. KNOB 08-10000010

2. HANDLE 08-10000020

3. RATCHET SHAFT  08-10000030

4. RATCHET SPRING  08-10000040

5. GEAR SHAFT  08-10000050

6. GEAR  08-10000060

7. GEAR SHAFT NUT 08-10000070

8. COTTER PIN 08-10000080

9. PAWL BUSHING  08-10000090

10. PAWL PIN 08-10000100

11. PAWL #1  08-10000110

12. PAWL #2 08-10000120

13. PAWL SPRING (x2) 08-10000130

14. CAP SCREW 1/4-20  08-10000140

15. RACK ASSEMBLY (DECKJACK) 08-6020A

16. BASE PLATE (DECKJACK) 08-6017

17. HOUSING 08-50000180

18. HOUSING SPACER 08-50000190

19. 1/4-20 x .625 S.H.C.S. (x4) 08-50000270

23. ROLL PIN (DECK CAM) 08-6018

24. TORSION SPRING (RIGHT) 08-6010

25. TORSION SPRING (LEFT) 08-6011

26. DECK CAM (RIGHT) 08-6012

27. DECK CAM (LEFT) 08-6013

28. SHOULDER BOLT W/PATCH 08-6015

REPAIR KIT PART NO.

TUNE-UP KIT 08-100TUKIT

For replacement parts and service information, please visit www.powernail.com

Powerjack   700 DeckJack Safety

Powerjack   700 DeckJack Exploded View


